


Installation Instructions for
Poly-Classic Columns and EZ-Lock Caps and Bases

1. Measure the exact floor-to-ceiling height using a plumb to ensure accuracy.

2. Cut the bottom of the column shaft as needed to achieve the measurement taken in step 1. Use an abrasive
Carborundum™ blade. CAUTION: Because only the shaft is load bearing, the top and bottom edges must be level to
achieve full, even contact of load surfaces and shaft. Use a rasp to level as required. NOTE: Do not cut the top of the shaft
below the level of the upper cap surface when cap is finally positioned on the shaft.

3. Position the shaft in place and slowly lower the load onto the shaft to hold it in position. If installation requires some
method of securing the column in place before load is applied, small L brackets (suggested size 1'4"x 1'4") may be used
so long as they don’t interfere with the seating of the cap or the base. NOTE: Always drill clearance holes in the shaft and
secure with through bolts - DO NOT USE SCREWS - and do not overtighten. (See figure below.)

4. Install EZ-Lock Base by positioning the two halves around the shaft. Be sure the alignment pins are positioned oppo-
site the alignment holes. Press the halves firmly together until you hear the locking mechanism snap and the seams are
joined top to bottom. Slide base up on column shaft and apply standard construction adhesive to the bottom surface of
the base. Align bottom of base as desired and press down until it is secure. If necessary, the EZ-Lock Base may be sanded
to match the pitch of the mounting surface. Repeat process with the EZ-Lock Cap.

5. Seal the clearance gap between the shaft and the cap and base with paintable silconized caulk. Fill the assembly seam in
the cap and base with UGL DRYLOK Fast Plug™ or paintable siliconized caulk. Sand smooth if necessary.

6. To paint, prepare by sanding the column lightly with [ 20-grit or finer wet/dry sandpaper. Remove all dust and
dirt before painting by thoroughly wiping column, cap, and base with mineral spirits. Use a high-quality latex or
oil-base paint.

7. Columns may be split to cover a post, using an abrasive Carborundum™ blade. To rejoin the halves, use a fiberglass
repair kit and waterproof construction adhesive on all joint surfaces. Tightly clamp or tape the halves together and allow
adhesive to properly cure. Remove excess joining materials promptly. Finish as indicated in step 6. NOTE: Split columns
are not load bearing.
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